
MATERIAL SAFETY DATA SHEET
NAP LUBE L711P

NOTE: THIS MSDS IS REPLACEMENT FOR NAPLUBE 711P, REVISION DATE/PRODUCT CHANGE 8/2007, PLEASE SEE REFERENCE DOCUMENT FOR JAYFLEX L711P FOR EXTENSIVE DETAIL @ www.napinfo.com/images/L711P_Jayflex.doc
SECTION I- PRODUCT AND COMPANY INFORMATION
PART NUMBER:  NAPLUBE                  Emergency Telephone:( 810) 245-3500

Manufactures Name: 
North American Processing (NAP)

                     Address:      1775 N. Saginaw Road, Lapeer, Michigan, 48446

SECTION II- INGREDIENTS
Reportable Hazardous Substance(s) or Complex Substance(s)
	Name
	CAS#
	Concentration*

	1,2-BENZENEDICARBOXYLIC ACID, DI-C7-11-BRANCHED AND LINEAR ALKYL ESTERS
	68515-42-4
	100%


SECTION III – PHYSICAL DATA
This material is not considered to be hazardous according to regulatory guidelines (see (M)SDS Section 15).
POTENTIAL PHYSICAL / CHEMICAL EFFECTS
 Material can accumulate static charges which may cause an incendiary electrical discharge.
NOTE:   This material should not be used for any other purpose than the intended use in Section 1 without expert advice. Health studies have shown that chemical exposure may cause potential human health risks which may vary from person to person.  
SECTION IV- FIRE AND EXPLOSION DATA

	 NFPA Hazard ID: 
	Health:    0
	Flammability:   1
	Reactivity:   0

	 HMIS Hazard ID: 
	Health:    1
	Flammability:   1
	Reactivity:   0


Extinguishing Media: water fog, dry chemical, or foam

Special Fire Fighting Procedures:  SCBA with turn out gear. Water may be ineffective but should be used to keep exposed containers cool.

Unusual Fire and explosion hazards:  None known.




  
Hazardous decomposition products: Co, CO2

Conditions to avoid: None

Stability: Stable under inert conditions

Incompatibility: strong oxidizers
Hazardous Polymerization: None 

SECTION V- HAZARD DATA

Affects of Overexposure: Hot vapors or mists may cause irritation or nausea if inhaled

Skin Contact: may cause irritation

Primary Routes of entry: inhalation, skin, eyes and ingestion.
CONDITIONS TO AVOID:  Excessive heat. High energy sources of ignition.

Specific Hygiene Measures:   Always observe good personal hygiene measures, such as washing after handling the material and before eating, drinking, and/or smoking.  Routinely wash work clothing and protective equipment to remove contaminants.  Discard contaminated clothing and footwear that cannot be cleaned. Practice good housekeeping.
Emergency and First Aid: 

Inhalation- remove victim to fresh air.

Skin- removes clothing and wash with soap and water.

EYES- Flush with large amounts of water for 15 minutes. Then seek medical attention. 
Ingestion- Dilute with water and immediately induce vomiting    never give fluids or induce vomiting if victim is unconscious or having convolutions.  Seek immediate medical attention.

SECTION VI- SPILL OR LEAK

In the event of spill or leak eliminate all sources of ignition and stop spill. Sweep up the spill using an inert material such as sawdust or kitty litter.  Place in suitable container and dispose of in accordance with state, local and federal regulations.

SECTION VII- SPECIAL PROTECTION


Respiratory Protection: NIOSH/MSA approved respirator if required to maintain 
vapors below the TLV.










Gloves: impervious neoprene 









Eye Protection: Chemical splash


Ventilation: required if vapors exceed the TLV or become excessive.

This data and information is presented in good faith and believed to be accurate, it is provided for your guidance only.
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